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Datej—'%j _F>Z286-//7 | certify this

inspected in accordance with a
inspection and was determined to be in an airworthy condition

and approved for return to service.

Total Tme:3330.3  Tach, AN/4

DATE RECORDING TOTAL DESCRIPTION OF INSPECTIONS, TESTS, REPAIRS AND ALTERATIONS
TACH TODAYS TIME IN ENTRIES MUST BE ENDORSED WITH NAME, RATING AND CERTIFICATE NUMBER OF
TP TIME FLIGHT SERVICE MECHANIC OR REPAIR FACILITY. (SEE BACK PAGES FOR OTHER SPECIFIC ENTRIES.)
T-2¢--1(

/41 224 £ 7 has been

AN IVAL

NAME: __M. J. GRAINGER

SIGNATU

A&P 1278275 1A

’ﬂt‘/’

5 Aug 2011, 301.7 Hobbs / 3331.7 TTAF. Replaced Left alternator out sensor with new P/N 36-
380000-3. T. Humes A&P 2635991 7%,,///;/
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DATE RECORDING TOTAL DESCRIPTION OF INSPECTIONS, TESTS, REPAIRS AND ALTERATIONS

TACH TODAYS TIME IN ENTRIES MUST BE ENDORSED WITH NAME, RATING AND CERTIFICATE NUMBER OF

TiQiass TIME FLIGHT SERVICE MECHANIC OR REPAIR FACILITY. (SEE BACK PAGES FOR OTHER SPECIFIC ENTRIES.)

10 Oct 2011, 313.3 Hobbs/3343.3 TTAF. Removed and reinstalled Right engine throttle
assembly, see engine maintenance records for details. Lubricated and adjusted Right throttie and

e mixture control cables. T. Humes A&P 2635991 ,%/

I | I I
S 17 0ct 2011, 314.5 Hobbs / 3344.5 TTAF. Replaced Left alternator with P/N ALT-8520R, S/N

K071620, overhauled by Kelly Aerospace, RS #UT2R226L under w/o M530760 dated 4 Aug
2010. Replaced Left alternator belt with new P/N 539547-31.19. Replaced Left & Right

o alternator filter capacitors with new P/Ns LS03-01004. Repaired flexible baffling on Left engine
— outboard access door. Serviced and charged batteries. T. Humes A&P 2635991 % -~

15 Nov 2011, 316.8 Hobbs / 3346.8 TTAF. Removed, disassembled, cleaned, and inspected
NLG strut. Reassembled with new o-rings P/Ns M83461/1-223, MS28775-224, & MS28778-5,
ey retainer rings P/N MS16625-1187 & P/N 111200-6, scraper P/N MS28776M219, adapter P/N 45-
825032, shim P/N 35-820134, valve core P/N AN809-1, & felt pad P/N 35-820130-2.
Reinstalled with new shim washers P/Ns 100951X032YP & 100951X016YP to obtain correct
end play. Serviced strut with Mil-H-5606 hydraulic fluid and nitrogen. Checked NLG rigging

- and adjusted NLG up and down tension. T. Humes A&P 2635991 }//MKZ——
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6 Dec 2011, 318.3 Hobbs/3348.3 TTAF. Removed headliner and left side window trim to
facilitate antenna installation. T. Humes A&P 2635991 /////,/Z,Zf
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| ' TESTS, REPAIRS AND ALTERATIONS
RECORDING TOTAL DESCRIPTION OF INSPECTIONS, y
F TACH TODAYS TIME IN ENTRIES MUST BE ENDORSED WITH NAME, RATING AND CERTIFICATE NUMBER OF
19. TIME FLIGHT SERVICE MECHANIC OR REPAIR FACILITY. (SEE BACK PAGES FOR OTHER SPECIFIC ENTRIES.)

12/7/2011 Hobbs 318.7 Replaced Beech VHF Com Antennas
1 with exact style Comant CI-138 VHF Com antennas and
replaced coaxial cables for both systems as per manufacturer’s
specifications. No change in Weight and Balance. Upgraded

i Aspen EFD-1000 s/n 7266 to software level, MAP 302-00007-
: 011 (vV2.4.1) IOP 302-00013-002(V2.0.2) as per Service

- Bulletin #2011-5 Rev. A. Provided new FMS for software
changes. I certify that this aircraft and/or appliance identified
was repaired/altered and inspected in accordance with current
FAA Regulations and for the work performed was found
airworthy and is approved for return to service.
i Quest Avionics, Inc Work Order #15879
Ocala, Florida 34477

1 CRS#QVNR604L Z /7/ //
Signature:/ = / -~

_ —

d installed new left side upper fuel
20 Dec 2011, 319.1 Hobbs / 3349.1 TTAF. Manuchtured and in ' _
interconnect line between leading edge and box section cells. Reinstalled headliner and left side

J; window trim. T. Humes A&P 2635991 %//,’ ; :
| | | 1 l
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DATE TOTAL
TIME IN REFERENCE OF MAJOR REPAIRS AND MAJOR ALTERATIONS TO
195z SERVICE FAA FORM ACA-337 BY DATE, OR TO THE WORK ORDER BY NUMBER AND THE APPROVING AGENCY,

10 Jan 2012, 322.6 Hobbs / 3352.6 TTAF. Removed left & right elevators. Removed left elevator )-_‘
= trim tab actuator; cleaned, inspected, lubricated, and reinstalled with new NAS 1104-6D bolt.
& Replaced left inboard elevator bearmg with new P/N MS27645-4. Installed new P/N 13909B193
bolt and P/N NAS43473-8 spacers in left elevator mid hinge, and new P/N AN23-14 bolt in
outboard hinge. Reinstalled elevators with 2 each (4 total) new P/N MS25083-2AA4 bonding
-2 straps and rigged elevators, elevator trim tabs, and control cables. Replaced left & right flap
bonding straps with 2 each (4 total) new P/N MS25083-2AA6 straps. T. Humes A&P 2635991

%//

19 Jan 2012, 323.3 Hobbs /3353.3 TTAF. Removed left & right ailerons. Removed aileron trim
tab actuator; cleaned, inspected, lubricated, and reinstalled. Reinstalled ailerons with 2 each (4

& total) new P/N MS25083-2AA6 bonding straps and rigged aileron trim tab system. Replaced —
= rudder bonding strap with new P/N MS25083-2AA4. T. Humes A&P 2635991 4///

= 6 Apr 2012, 336.0 Hobbs / 3366.0 TTAF. Removed Right propeller and reinstalled with new
fiis, P/N A-2044 nuts and A-1381 washers after inspection, repair, and reseal by In Flight Propeller
Service, #151R027Y, under work order #9718 dated 2 Apr 2012, T. Humes /\%’ 2635991
7 A7




TOTAL
TIME IN REFERENCE OF MAJOR REPAIRS AND MAJOR ALTERATIONS TO
SERVICE FAA FORM ACA-337 BY DATE, OR TO THE WORK ORDER BY NUMBER AND THE APPROVING AGENCY.

11 May 2012, 341.0 Hobbs / 3371.0 TTAF. Installed new right engine inboard exhaust stack,
Knisley P/N K96-950002-77RIB, S/N 209789. Fabricated and installed doublers to repair right
airbox crack and right engine aft inboard baffle. See Right Engine maintenance records for
details of #2 and #4 cylinder repair on this date, Test Flight required IAW TCM SB
M89-7R1. T.Humes A&P 2635991 //-%,, Mo

11 May 2012, 342.1 Hobbs / 3372.1 TTAF. Test flight for right engine #2 and #4 cylinder
repair accomplished JAW TCM SB M89-7R1. No discrepancies noted.
T. Humes A&P 2635991 ///Zw-/

05 Jun 2012, 347.2 Hobbs / 3377.2 TTAF. Replaced 3 retaining rings on right passenger
window assembly with new P/N MS16624-5018 rings. T. Humes A&P 2635991
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TOTAL
TIME IN REFERENCE OF MAJOR REPAIRS AND MAJOR ALTERATIONS TO
SERVICE FAA FORM ACA-337 BY DATE, OR TO THE WORK ORDER BY NUMBER AND THE APPROVING AGENCY.

24 Aug 2012, 362.4 Hobbs / 3392.4 TTAF, Janitrol Heater Hobbs 833.9 / 141.9 TIS.
Assembled & installed new left fuel strainer drain line due to cracked AN819 sleeve. Replaced
cracked left mid fuel drain line elbow with new P/N AN916-1D and installed new P/N CCA4850
drain valve. Reversed MLG tires on wheel assemblies to even out wear. Repaired broken ground
wire and replaced 7 MS21919 clamps under radome. Cleaned engine grounding straps and
attachment points. Lubricated left prop cable. Serviced aircraft 100 hr lubrication items.
Serviced & charged aircraft batteries. Cleaned fuel strainer screens & heater fuel pump strainer.
Serviced Left & Right prop unfeathering accumulators to 100 psi. Cleaned induction air filters
IAW Donaldson SI P46-9075, due replacement IAW AD 84-26-02 at 3674.6 TTAF. Wing spar
structure inspection due at 3795.6 TTAF IAW AD 90-08-14. CW AD 76-07-12 by test of left
ignition switch (N/A right switch), next due 3492.4 hr aircraft TIS. AD 2004-21-05 Janitrol
heater pressure decay test due at 500 hr TIS. CW ELT inspection & test per FAR 91-207(d),
battery replacement due Mar 2014 on main unit, Jan 2016 on remote. I certify that this aircraft
has been inspected IAW a 100 hr inspection and has been determined to be in an airworthy

condition. T. Humes A&P 2635991 /{/’//Av
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A. D.
NUMBER

TOTAL
TIME IN
SERVICE

CHRONOLOGICAL LISTING OF COMPLIANCE AND METHOD OF COMPLIANCE.

AIRWORTHINESS DIRECTIVES

Date: £ [ 14/ 202 | cértify this A rett has been
inspected in accordance with a
inspection and was determined to be in an airworthy condition

and approved for return to service.

Total Time: 3% %2-4

NAME:

M. J. GRAINGER

Ig‘(\ -/\\kc.‘ |

Tach:

A&P 1278275 1A
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DATE A. D. TOTAL
NUMBER TIME IN AIRWORTHINESS DIRECTIVES
19 SERVICE CHRONOLOGICAL LISTING OF COMPLIANCE AND METHOD OF COMPLIANCE.

25 Sep 2012, 371.6 Hobbs / 3401.6 TTAF. Removed Right vacuum pump, cleaned out vacuum
lines and installed replacement pump P/N 442CW, S/N 82122, overhauled by Airpower
Accessories, Cert #3514310 under W/O 004602. Replaced Left alternator with P/N ALT-8520,
S/N H-M080541, overhauled by Hartzell Engine Technologies, Cert #1HZR769B under W/O
M996680 dated 13 Aug 2012. T. Humes A&P 2635991 s A

3 Oct 2012, 373.0 Hobbs / 3403.0 TTAF. Replaced Right navigation light with new P/N

A7512-24. T. Humes A&P 2635991 /Zj;;}_ﬁ P -
| I I

9 Nov 2012, 394.2 Hobbs / 3424.2 TTAF. Replaced static wicks on both left and right elevators
with new P/N 35-5010-3s and verified no change in elevator weight & balance.

T. Humes A&P 2635991 // G A

3 Jan 2013, 399.3 Hobbs / 3429.3 TTAF. Replaced Right tach generator cannon plug connector
with new P/N MS3108B10SL-3S. T. Humes A&P 2635991 7,/

31 Jan 2013, 400.0 Hobbs / 3430.0 TTAF. Removed Left propeller and reinstalled with new P/N
A-2044 nuts and A-1381 washers after inspection, repair, and reseal by In Flight Propeller
Service, #I51R027Y, under work order #9877 dated 22 Jan 2013. ymes A&P 2635991
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DATE

A. D. TOTAL
NUMBER TIME IN AIRWORTHINESS DIRECTIVES
SERVICE CHRONOLOGICAL LISTING OF COMPLIANCE AND METHOD OF COMPLIANCE.

The ATC transponder tests and inspections required by FAR 91.413 were performed this date and found to comply with
FAR 43, Appendix F, altimeters and encoders were checked AW FAR 43, Appendix E, Paragraph B and C. I certify that
the static pressure system, altimeters, and encoders were tested and check IAW FAR 43, Appendix E, Paragraph A, B and C
and comply with FARs 91.411 and 91.217(b).

#1 Transponder KT 76A, S/N 35674 #2 Transponder KT 76, S/N 13900
#1 Encoder TCI SSD-120-30N, S/N N14429 #2 Encoder Narco AR850, S/N 53444
#1 Altimeter EFD-1000, S/N 7266 #2 Altimeter United 5934PA-1, S/N 6E581

#3 Altimmeter United 5934P-1, S/N L9182

S LT
W/O 16436 Date «Z w28 3 Signature: /%/::é/ﬁ// &’”{7’ - i

Quest Avionics, Inc. A/C Registration N42HF
FAA Repair Station QVNR604L Hobbs Reads 0403.8
Ocala, Florida 34474 A/C Total Time 3433.8
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QUEST AVIONICS, INC. QUEST AVIONICS, INC.
FAA Repair Station No. QVNR604L FAA Repair Station No. QVNR604L
ALTIMETER CORRECTION CARD ENCODER TRANSITION CARD
Reference Altimeter | Error Reference Altimeter | Error Reference Encoder Reference Encoder
Altitude in Ft. Reads (feet) | Altitude in Ft. Reads (feet) Altitude in Ft. | Chg. Pt. | Altitude in Ft. Chg. Pt.
-1,000 -1,000 0 14,000 14,000 0 -1,000 -950 14,000 13,950
0 0 0 15,000 15,000 0 0 -50 15,000 14,950
500 500 0 16,000 16,005 5 500 450 16,000 15,950
1,000 1,000 0 18,000 18,000 0 1,000 950 18,000 17,950
1,500 1,500 0 20,000 20,000 0 1,500 1,450 20,000 19,950
2,000 2,000 0 22,000 -Hit# 2,000 1,950 22,000
3,000 3,000 0 25,000 -Hit 3,000 2,950 25,000
4,000 4,005 5 30,000 -Hith 4,000 3,950 30,000
5,000 5,005 5 35,000 -HitH 5,000 4,950 35,000
6,000 6,000 0 40,000 -HitH 6,000 5,950 40,000
8,000 8,000 0 45,000 -HitH 8,000 7,950 45,000
\ 10,000 10,005 5 50,000 -HitH 10,000 9,960 50,000
| 12,000 12,000 0| R LR D 12,000 11,950 | D
i Altimeter P/N EFD-1000 S/N 7266 P/N SSD120-30N Date 2/20/2013
Tested to_20,000  Certified to 20,000  Date 2/20/2013  W.O. # 16436 S/N N14429 W.0.# 16436
QUEST AVIONICS, INC. QUEST AVIONICS, INC.
FAA Repair Station No. QVNR604L FAA Repair Station No. QVNR604L
ALTIMETER CORRECTION CARD ENCODER TRANSITION CARD
Reference Altimeter | Error Reference Altimeter | Error Reference Encoder Reference Encoder
Altitude in Ft. Reads (feet) | Altitude in Ft. Reads (feet) Altitude in Ft. | Chg. Pt. | Altitude in Ft. Chg. Pt.
-1,000 -995 5 14,000 13,990 -10 -1,000 -940 14,000 13,965
0 0 0 15,000 14,995 -5 0 -40 15,000 14,965
500 505 S 16,000 15,995 -5 500 460 16,000 15,965
1,000 995 -5 18,000 18,000 0 1,000 960 18,000 17,965
1,500 1,505 5 20,000 19,995 -5 1,500 1,460 20,000 19,965
2,000 1,990 -10 22,000 -H#tH 2,000 1,960 22,000
3,000 2,990 -10 25,000 -HH# 3,000 2,960 25,000
4,000 3,990 -10 30,000 -Hith 4,000 3,960 30,000
5,000 4,985 -15 35,000 -Hit# 5,000 4,965 35,000
6,000 5,985 -15 40,000 - 6,000 5,965 40,000
i 8,000 7,990 -10 45,000 -HiH 8,000 7,965 45,000
-1 10,000 9,980 -20 50,000 -HiH 10,000 9,965 50,000
12,000 11,990 -10 12,000 11,965 ESEEmEaaETTe
Altimeter P/N 5934P-1A.63 S/N 19182 P/N SSD120-30N Date 2/20/2013
Date 2202013 _ W.0.# 16436 S/N N14429 4 16436

Tested to 20,000 Certified to 20,000

W.0. #




|
| QUEST AVIONICS, INC. QUEST AVIONICS, INC.
‘ FAA Repair Station No. QVNR604L FAA Repair Station No. QVNR604L
i ALTIMETER CORRECTION CARD ENCODER TRANSITION CARD
| Reference Altimeter | Error Reference Altimeter | Error Reference Encoder Reference Encoder
Altitude in Ft. Reads | (feet) | Altitude in Ft. Reads | (feet) Altitude in Ft. | Chg. Pt. | Altitude in Ft. Chg. Pt.
-1,000 -1,015 -15 14,000 14,010 10 -1,000 -955 14,000 13,930
0 0 0 15,000 14,985 -15 0 -50 15,000 14,950
500 500 0 16,000 16,010 10 500 445 16,000 15,950
1,000 1,000 0 18,000 18,030 30 1,000 945 18,000 17,950
1,500 1,505 5 20,000 20,040 40 1,500 1,445 20,000 19,940 . |
2,000 2,005 5 22,000 -t 2,000 1,950 22,000
i 3,000 3,000 0 25,000 -t 3,000 2,940 25,000
4,000 4,000 0 30,000 - 4,000 3,945 30,000
! 5,000 5,010 10 35,000 - 5,000 4,950 35,000
} 6,000 6,010 10 40,000 - 6,000 5,935 40,000
| 8,000 8,010 10 45,000 -H#iH 8,000 7,925 45,000
| 10,000 10,005 5 50,000 -Hit 10,000 9,925 50,000
12,000 12,010 10 | GRS a BRI 12,000 11,930 | D
Altimeter P/N 5934PA-1A.86 S/N 6E581 P/N ARS850 Date 2/20/2013
Date 2/20/2013  W.O. # 16436 S/N 53444 W.0.# 16436

Tested to 20,000 Certified to 20,000

H— -
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QUEST AVIONICS, INC.
W.0.# 16436 FAA Repair Station No. QVNR604L Date 2/20/2013
ALTIMETER CORRECTION / ENCODER CORRELATION CARD
Reference Altimeter Enc. Chg. Pt. Reference Altimeter Enc. Chg. Pt.
Altitude in Ft. Reads | Ref. Alt. Pointer | Altitude in Ft. Reads | Ref. Alt. Pointer
-1,000 -1,000 -950 14,000 14,000 13,950
0 0 -50 15,000 15,000 14,950
500 500 450 16,000 16,005 15,950
1,000 1,000 950 18,000 18,000 17,950
1,500 1,500 1,450 20,000 20,000 19,950
2,000 2,000 1,950 22,000
3,000 3,000 2,950 25,000
4,000 4,005 3,950 30,000
5,000 5,005 4,950 35,000
6,000 6,000 5,950 40,000
8,000 8,000 7,950 45,000
10,000 10,005 9,950 50,000
12,000 12,000 11,950
~ Altimeter P/N EFD-1000 S/N 7266 Certified to 20,000
Encoder PN SSD120-30N SIN N14429 Correlated to 20,000
QUEST AVIONICS, INC.
W.0.# 16436 FAA Repair Station No. QVNR604L Date 2/20/2013
ALTIMETER CORRECTION / ENCODER CORRELATION CARD
Reference Altimeter Enc. Chg. Pt. Reference Altimeter Enc. Chg. Pt.
Altitude in Ft. Reads | Ref. Alt. Pointer | Altitude in Ft. Reads | Ref. Alt. Pointer
-1,000 -995 -950 14,000 13,990 13,950
; 0 0 -50 15,000 14,995 14,960
| 500 505 450 16,000 15,995 15,960
‘E 1,000 995 960 18,000 18,000 17,960
| 1,500 1,505 1,460 20,000 19,995 19,960
2,000 1,990 1,960 22,000
3,000 2,990 2,950 25,000
‘ 4,000 3,990 3,950 30,000
| 5,000 4,985 4,950 35,000
T 6000 5,985 5,950 40,000
| 8,000 7,990 7,950 45,000
i 10,000 9,980 9,945 50,000
12,000 11,990 11,950 e R e )
~ Altimeter P/N 5934P-1A.63 S/N 19182 Certified to 20,000
~ Encoder P/N SSD120-30N S/N N14429 Correlated to 20,000
QUEST AVIONICS, INC.
W.0.# 16436 FAA Repair Station No. QVNR604L Date  2/20/2013
ALTIMETER CORRECTION / ENCODER CORRELATION CARD
Reference Altimeter Enc. Chg. Pt. Reference Altimeter Enc. Chg. Pt.
Altitude in Ft. Reads | Ref. Alt. Pointer | Altitude in Ft. Reads | Ref. Alt. Pointer
-1,000 -1,015 -970 14,000 14,010 13,940
0 0 -50 15,000 14,985 14,965
500 500 445 16,000 16,010 15,965
1,000 1,000 950 18,000 18,030 17,980
1,500 1,505 1,450 20,000 20,040 19,980
2,000 2,005 1,955 22,000
3,000 3,000 2,940 25,000
4,000 4,000 3,950 30,000
5,000 5,010 4,965 35,000
6,000 6,010 5,945 40,000
8,000 8,010 7,945 45,000
10,000 10,005 9,940 50,000
12,000 12,010 11,940 [C= e s e
Altimeter P/N 5934PA-1A.86 S/N 6E581 Certified to 20,000
S/N 53444 Correlated to 20,000

Encoder P/N AR850




